Semi-Automatic Table Top Strapper

Closed Cabinet Design

- Economical
- Dependable
- Easy to Operate

Standard Features

- CE safety standard design
- Safety switch
- Reliable P.C. board electric control
- Hinge type table
- Rigid caster with brake
- Reel unit is core size adjustable design for 8", 9", & 11" diameter

Specifications

- Strapping Speed: 2.5 sec/strap (60Hz)
- Tension: 30-90 lbs.
- Sealing Method: Heating element
- Metric: 6, 9, 12, 15.5mm polypropylene
- Core Sizes: 8"x8", 9"x8", 11"x8"
- Reel Outside Dia.: 19"
- Power: AC 110, 60Hz, 1PH
- Power Consumption: 0.57KW
- Table Height: 30" 
- Machine Weight: 220 lbs.
- Layout Dimension: 29-1/2"H x 36-1/4"W x 23"D

* Core insert required. Part# 300-1132
Semi-Automatic
Table Top Strapper

Open Cabinet Design with Adjustable Legs

- Economical
- Dependable
- Easy to Operate

Standard Features

- CE safety standard design
- Safety switch
- Reliable P.C. board electric control
- Hinge type table
- Rigid caster with brake
- Reel unit is core size adjustable design for 8", 9", & 11" diameter

Specifications

<table>
<thead>
<tr>
<th>Feature</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>Strapping Speed</td>
<td>2.5 sec/strap (60Hz)</td>
</tr>
<tr>
<td>Tension</td>
<td>30-90 lbs.</td>
</tr>
<tr>
<td>Sealing Method</td>
<td>Heating element</td>
</tr>
<tr>
<td>Strap Sizes</td>
<td>1/4&quot;, 3/8&quot;, 1/2&quot;, 5/8&quot; polypropylene</td>
</tr>
<tr>
<td>Metric</td>
<td>6, 9, 12, 15.5mm polypropylene</td>
</tr>
<tr>
<td>Core Sizes</td>
<td>8&quot;x8&quot;, 9&quot;x8&quot;, 11&quot;x8&quot;*</td>
</tr>
<tr>
<td>Reel Outside Dia.</td>
<td>19&quot;</td>
</tr>
<tr>
<td>Power</td>
<td>AC 110, 60Hz, 1PH</td>
</tr>
<tr>
<td>Power Consumption</td>
<td>0.57KW</td>
</tr>
<tr>
<td>Table Height</td>
<td>30&quot; (adjustable)</td>
</tr>
<tr>
<td>Machine Weight</td>
<td>185 lbs.</td>
</tr>
<tr>
<td>Layout Dimension</td>
<td>29-1/2&quot;H x 36-1/4&quot;W x 23&quot;D</td>
</tr>
</tbody>
</table>

*Core insert required. Part# 300-1132